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AIO Interactive Collaboration Boards -  
Series M, N & E  

 Video Conference & Meeting Room
 Wireless Screen Share
 Built-in Camera & Microphone
 Android System: 811 motherboard,

Android 8.0 system, 4G RAM, 32G ROM
 WIN 10 System: Intel I5 CPU, 4G RAM,

128G SSD
 Content Share, Split in 4 Screens
 Built-in Interactive Whiteboard Software
 Dual System Android + Windows
 Infrared Touch Technology 10 Point Touch
 3840x2160, 4K UHD Display
 Network: WIFI, RJ45
 I/O Ports: HDMI, VGA, AV IN, USB Touch



 AIO Interactive Collaboration Board - Series M
Aluminum Alloy Frame, Anti-glare Glass

Android System: 828 motherboard, Android 5.0 system, 2G RAM, 32G ROM

WIN 10 System: Intel I5 CPU, 4G RAM, 128G SSD

Wireless Screen Share Device

Whiteboard Software on Android OS & WIN 10 system

Wall Bracket

Pictures Product Name Model 

65 inch Video Conference All-in-one PAL-V65

75 inch Video Conference All-in-one PAL-V75

86 inch Video Conference All-in-one PAL-V86

100 inch Video Conference All-in-one PAL-V100

Screen Share CSK40

OPS Computer

(I5 CPU, 8G RAM, 128G SSD) 
PCI5W 

Payment Terms& Conditions 

1. Price Term: Excluding shipping cost
2. Payment Term:100% T/T

3. Production Time: About 3~5working Days

4. Expire Time: 30 Days

5. Warranty: 1 year

Unit Pri ce

GBP £1,495

GBP £1,995

GBP £2,596

GBP £6,695

GBP £ 150

GBP  £600

Product Price



Interactive Whiteboard is a mode of the modern conference, it integrates computer, TV, LCD digital signage and 

speaker into one screen, creating a new image of the convenient and stylish paperless conference system.

Projector

TV

Computer

Whiteboard

Speaker

LCD Digital Signage



PRODUCT INFORMATION

Screen Size 65 inch 75inch 86inch

100 inch

Dimension (mm) 1514L*102W*945H 1736L*107W*1069H 1989L*114W*1206H 2273L*112W*1359H

Package (mm) 1640L*215W*1055H 1858L*220W*1195H 2115L *240W*1330H 2416L*340W*1638H

VESA Mount 600*400 600*400 700*400 800*800

Net weight (kg) 50 60 80 135

Gross weight (kg) 60 76 110 180

Power Consumption
≤168W

(without OPS)
≤300W

(without OPS)
≤291W

(without OPS)
≤460W

(without OPS)

Standby Consumption ≤0.5W ≤0.5W ≤0.5W ≤0.5W

DISPLAY INFORMATION

Screen Size 65 inch 75 inch 86inch 100 inch

Panel Type a-Si TFT-LCD a-Si TFT-LCD a-Si TFT-LCD a-Si TFT-LCD

Aspect Ratio 16:9,Wide SXGA 16:9,Wide SXGA 16:9,Wide SXGA 16:9,Wide SXGA

Resolution 3840*2160P 3840*2160P 3840*2160P 3840*2160P

Viewing Angle 89/89/89/89 89/89/89/89 89/89/89/89 89/89/89/89

Brightness 350cd/m2 350cd/m2 350cd/m2 350cd/m2

Active Area (mm) 1429.5*804.5 1651*929.5 1896*1067 2204*1239.5

Contrast Ratio 1400: 1 1400: 1 1400: 1 1400: 1

Response Time 8ms 8ms 8ms 8ms

Display Color 8bit，1.07B 8bit，1.07B 8bit，1.07B 8bit，1.07B

Field Frequency 60Hz 60Hz 60Hz 60Hz

Service Lifetime ≥50,000 hours ≥50,000 hours ≥50,000 hours ≥50,000 hours

Surface Protection 4mm tempered glass 4mm tempered glass 4mm tempered glass 4mm tempered glass

TOUCH PANEL

Sensing Type Infrared System (Multi 10 point touch)

Connection Full-speed A type USB (Driver free)

Touch Type Finger, touch pen or other diameter ≥5mm non-transparency object

Response Time <8ms

Touch resolution 32767*32767

Touch Accuracy 90%±2mm

Theory Clicks Unlimited

Support System Support WIN7/10, Android, Mac OS, Linux system

TV SPECIFICATION

TV System PAL/SECAM/NTSC (option)



Sound System BG/DK/I/L

Channel 200

Decoding 3D digital comb filter, 3D image motion noise reduction, 3D motion adaptive comb filter, etc.

Speaker 15 W + 15 W (8Ω)

Audio Balance, automatic volume control, surround sound, equalizer

CONNECTION TERMINAL

Operating System Android 5.0

CPU MSD828 Cortex A53 Quad Core 1.4GHz

RAM DDR3 2G

ROM TSD FLASH 32G

SD card slot Support MAX 128G

Interface

Input Ypbpr port x1, AV x1, VGA x1, Audio x1, HDMI x1, RF portx1, TF card slot x1, MIC x1

Output SPDIFx1, Earphone x1, AV x1, VGA x1

Others RJ45/LAN x2(IN/OUT), Touch USB x1, RS232 port x1, USB 3.0 x1

Front port PC-USB 2.0x1, TV-USB 2.0x1

Languages English, French, Germany, Arabic, Italian, Japanese,Korean, Russian, Spanish, etc

OPS Computer (Optional)

Operation System Windows 10

CPU Intel I5

RAM 4GB/ 8GB option

SSD 128G

Graphic card Intel HD Graphics, Supports 1080P, H264, 3D play

Network WIFI/ RJ45

Port USB2.0*2, USB3.0*2, HDMI-OUT*1, VGA-OUT*1, RJ45/LAN port*1, Speaker*1, MIC port*1

ELECTRICAL

Power Supply AC96~264V

Power Frequency 50/60Hz

ENVIROMENTAL

Operating Temp. 0℃~60℃

Storage Temp. -10℃~60℃

Humidity 20% ~ 80%

ACCESSORIES (Free)

Remote Control*1, Power Cord*1, Touch Pens*2, Wall Bracket*1



 AIO Internactive Conferance Board - Series N

Built-in Camera & Microphone
Aluminum Alloy Frame, Anti-glare Glass

Android System: 811 motherboard, Android 8.0 system, 4G RAM, 32G ROM WIN

10 System: Intel I5 CPU, 4G RAM, 128G SSD

Built-in Camera & Microphone

Wireless Screen Share Device

Whiteboard Software on Android OS & WIN 10 system

Wall Bracket

PRICE LIST

Product Unit Price QTY

65 inch GBP £1,795 1-10 units

75 inch GBP £2,195 1-10 units

86 inch GBP £2,995 1-10 units

Payment Terms& Conditions

1. Price Term: EXW price
2. Payment Term: 100% T/T
3. Production Time: about 7-10 days
4. Warranty: 1 year
5. Expire Time: 30 Days



、

Digital Microphone
6 meters pick-up distance is
helping you to make an
attractive presentation for the
people on the other side of the
world

Embedded Dual System
Android + Windows Operating
System could be highly
integrated with more necessary
software to help to users during
presentation

8.0 MegaPixels Camera
The high definition and wide view
angle breaks the limit of our
distances

Interactive Whiteboard
Its multiple functions and touch
experience brings more fun and
convenience for the class and
meeting

Wireless Screen Share
No more need for additional
hardware. Present your screen
wirelessly from any device on the
EKAA Display

Multi-touch Screen Function
More than two people are
allowed to make drawing on the
display to prove their ideas for
better competition with multi 20
points touch screen



OPS Computer



PRODUCT INFORMATION
Product Name Interactive Meeting Board - Series N

Mode EKAIO-N-65 EKAIO-N-86

Size 65 inch 86 inch

Product Dimensions 1485.74*909.9*97.7 mm 1954.1*1173.7*97.9mm

Power Consumption ≤200W (Without OPS) ≤380W (Without OPS)

Standby Consumption ≤0.5W ≤0.5W

Power Input AC100-240V~50/60Hz AC100-240V~50/60Hz

Design Aluminum Alloy Frame, Anti-glare Tempered Glass, Front Interface, Front Speaker

DISPLAY INFORMATION

Screen Size 65 inch 86inch

Panel Type a-Si TFT-LCD, LED backlight a-Si TFT-LCD, LED backlight

Aspect Ratio 16:9, Wide SXGA 16:9,Wide SXGA

Resolution 3840*2160 UHD 3840*2160 UHD

Viewing Angle 89/89/89/89 (178/178) 89/89/89/89

Brightness 300-350cd/m2 300-350cd/m2

Active Area (mm) 1428.5*803.5 mm 1896*1067 mm

Contrast Ratio 1400:1 1400:1

Display Color 8 bit, 1.07B 8 bit, 1.07B

Response Time 8ms 8ms

Field Frequency 60Hz 60Hz

Service Lifetime ≥50,000 hours ≥50,000 hours

Front Protection 3.2mm Tempered Glass, AG glass

TOUCH INFORMATION

Sensing Type 10 points IR Touch (HID Drive Free)

Touch Type Finger, Touch Pen, and other ≧5mm diameter non-transparent object

Accuracy ±2mm 90% or more of touch area

Response Time <8ms

Connection USB Type-A

Resolution 32767*32767

Speeds 120Mbps

OS Support WIN 7/10, Android system, Mac OS, Linux system

Working Temperature -10℃ ~ 40℃



SYSTEM CONFIGURATION - Android 8.0 & WIN 10 Dual System

Android 8.0 Embedded System

Operating System Android 8.0

CPU Hi3751 V811 Dual Core A73 + Dual Core A53 1.5Ghz

Memory 4G RAM
Storage 32G ROM
Network Support 2.4G/5G WIFI, LAN option

Input Interface

VGA-IN *1
VGA Audio port *1
AV-IN *1
HDMI-IN *1

Ypbpr-IN *1

MIC-IN *1

Output Interface

Earphone port *1

SPDIF-OUT *1

HDMI-OUT *1

Others Interface
(IN/OUT)

RJ45 (LAN) port *2 (Input *1, Output *1)

Touch USB port *3

Type-C port *1

RS232 port *1

USB 2.0 *1

USB 3.0 *1

Front Interface

USB port *3

Touch USB port *1

HDMI port *1

OPS Computer

Operation System WIN 10 PRO (genuine)

CPU I5 4th generation

Memory 4GB RAM

Storage 128G SSD

Graphic Card Integrated Intel® HD4400 graphics

Network Support WIFI, 1000mpbs LAN option

I/O Interface
USB2.0*2

USB3.0*2



HDMI OUT*1

VGA OUT*1

RJ45(LAN) port*1

LIN-IN *1

MIC-OUT *1

DC-IN *1

OTHER FUNCTION

Built-in Speaker 15W +15W

Built-in Microphone

Microphone Type: Digital array microphone;

Pickup Distance: 6 meters;

Sampling Rate: 16KHz

Support echo cancellation, beamforming

Built-in Camera

800W (3840*2160) pixel;

Angle of viewing: 105°;

Minimum illumination: 1Lux;

Focusing method: fixed focus;

Video output: MJPG YUY2

ENVIROMENTAL

Operating Temp. 0℃~50℃

Storage Temp. -10℃~60℃

Humidity 20% ~ 80%

ACCESSORIES

Standard Accessories Remote Control*1, Power Cord*1, Touch Pens*1, Wall Bracket*1

Option Accessories

Screen Casting Device
PPT Smart Pen
Interactive whiteboard software on Windows OS

Portable Floor Stand

Mechanical (Carton Package)

size 65inch 86inch

Dimension (mm) 1514.3x110.9x945.1 1988.5x120x1205.9

Package (mm) 1640x215x1055 2115x240x1330

Net weight (kg) 48KG 80KG

Gross weight (kg) 59KG 108KG



 Interactive Meeting Board - Series E
Metal Enclosure, Normal Tempered Glass

Android System: 828 motherboard, Android 5.0 system, 2G RAM, 32G ROM 

WIN 10 System: Intel I5 CPU, 4G RAM, 128G SSD

Wireless Screen Share Device

Whiteboard Software on Android OS & WIN 10 system

Wall Bracket

PRICE LIST

Product Unit Price QTY

65 inch
GBP £1,395 1-10 units

GBP £1,350 11-20 units

75 inch
GBP £1,695 1-10 units

GBP £1,645 11-20 units

86 inch
GBP £2,595 1-10 units

GBP £2,545 11-20 units

Payment Terms& Conditions

1. Price Term: EXW price
2. Payment Term: 100% T/T
3. Production Time: about 3-5 days
4. Warranty: 1 year
5. Expire Time: 30 Days







DISPLAY INFORMATION

Screen Size 65 inch 75 inch 86 inch

Panel Type a-Si TFT-LCD, D-LED a-Si TFT-LCD, D-LED a-Si TFT-LCD, D-LED

Aspect Ratio 16:9,Wide SXGA 16:9,Wide SXGA 16:9,Wide SXGA

Resolution 3840*2160 3840*2160 3840*2160

Viewing Angle 89/89/89/89 89/89/89/89 89/89/89/89

Brightness 350cd/m2 350cd/m2 350cd/m2

Active Area(mm) 1429 x 804 1649.66 x 927.93 1891 x 1062

Contrast Ratio 3500:1 4000:1 4000:1

Response Time 8ms 8ms 8ms

Display Color 10 bit 1.07B 10 bit 1.07B 10 bit 1.07B

Field Frequency 60Hz 60Hz 60Hz

Service Lifetime ≧50,000 hours ≧50,000 hours ≧50,000 hours

TOUCH PANEL

Sensing Type Infrared System (Multi 10 point touch)

Response Time <6ms

Connection Full-speed USB (Driver free)

Surface Protection Tempered Glass with 4mm thickness Standard

CONNECTION TERMINAL

Operating System Android 6.0 (Basic: Mstar648)

CPU Quad Core

RAM DDR3 2G

ROM TSD FLASH 32G

SD card slot Support MAX 128G

Decoding 3840*2160 MAX

Internet WIFI/ LAN

Bluetooth Support

Port
USB 3.0*1, USB 2.0*3, VGA IN*2, VGA OUT*1, AUDIO IN*2, HDMI IN*2, Touch USB*2, Rs232*1,
MIC*1, SD CARD*1, COAXIAL*1, LAN*1, YPbPr IN*1, AV IN*2, AV OUT*1, EAR PHONE*1, RF IN*1

Screen Interface Power, Signal, Menu, Home Page, ECO, V+, V-, PC

Speaker 10 W + 10 W (8Ω)

Languages English, French, Germany, Arabic, Italian, Japanese,Korean, Russian, Spanish, etc

OPS Computer

Operation System Windows 10

CPU I5

RAM 4GB



ROM 128G SSD

Graphic card Intel HD Graphics, Supports 1080P, H264, 3D play

Network WIFI/ RJ45

Port USB2.0*2/ USB3.0*2/ HDMI out*1/ VGA out*1/ RJ45 Lan port*1/ Speaker out*1/ Mic in*1

ELECTRICAL

Power Supply 96~264V AC, 50/60Hz

Power Consumption ≤300W

ENVIROMENTAL

Operating Temperature 0℃~50℃

Storage Temperature -10℃~60℃

Humidity 20% ~ 80%

MECHANICAL

Dimension L*W*H (mm) 1515.4*102.6*935.5 1737x107.5x1060 1990x114x1202

Package L*W*H(mm) 1690*270*1120 1897*255*1235 2150*255*1400

Net weight(kg) 50 70 75

Gross weight (kg) 55 80 85

ACCESSORIES

Remote Control*1, Power Cord*1, Touch Pens*2, Wall Bracket*1

F'BLLBS 
SEAMLESS VIDEO WALLS 

Pallas LCD 

40 Bowling Green Lane 
London EC1R ONE 

T +44 (0)20 7566 0439 
F +44 (0)20 7 490 8404 
E info@pallaslcd.com 

www.pallaslcd.com 




